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1. Be sure the appliance is turned off, unplugged, and cooled off 
2. DO NOT wrap the cord around the flat iron. Never allow the power 
cord to be pulled severely, bent, warped, or twisted around the 
appliance as damage may occur. 
3. DO NOT put any stress on the cord where it enters the handle, as it 
could cause the cord to fray and possibly break. 
4. DO NOT hang flat iron up by the cord. 
5. DO NOT store flat iron in the bathroom or other humid environment, 
as it could cause LCD display log up and get dark. 
6. Store in the original packaging in a clean, dry place. 

CLEANING 
It is important to keep the titanium plates clean. 
1. Be sure appliance is turned off, unplugged, and cooled off 
2. Flat iron must be cleaned only when cold to the touch. 
3. Use a clean, soft, slightly damp cloth to wipe the plates and the 
outside of the power handle. 

DO NOT use any object that can scratch the barrel. 
DO NOT use water, chemicals, or liquids to clean the appliance, and 
DO NOT allow any water or liquids to go into the handle of the flat iron. 
DO NOT use thinners, gasoline, alcohols, etc. 
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OPERATING MANUAL 
When using this appliance near water {e.g, bathrooms), the use of an 
electric outlet protected by a Ground Fault Circuit Interrupter is 
recommended. 
This appliance has a polarized plug {one blade is wider than the other). 
As a safety feature, the plug will lit in a polarized outlet only one way. If 
the plug does not lit in securely, reverse the plug or contact a qualified 
electrician. DO NOT attempt to defeat this safety feature. 

TURNING ON/OFF 
Rotate the button to the left to turn it on, and to the right to shut it off. 

AUTO SHUTDOWN 
The device will auto turn off alter 60 minutes of idling. 

ADJUST THE TEMPERATURE 
Rotate the "Temperature Setting Button" to adjust the temperature. 

PRODUCT DESCRIPTION 
Plates Type: Titanium 
Dual Voltage: 100-240¥ 
Frequency: 50-60Hz 
Temperature Setting: 140 ° F - 450 ° F 
Cord Length: 5 It 
Body Length: 10.6" 
Plates Width: 1 inch 

STYLING TIPS: 
1. Comb and dry your hair.
2. Section off your hair. The number of sections will depend on
the thickness of your hair.
3. Separate a lock of hair.
4. Make sure to select the right temperature for your hair type.
5. Clamp the iron above the roots.
6. Run the iron down the length of your hair.
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IF YOUR PRODUCT STOPS WORKING, 
PLEASE FOLLOW THE STEPS BELOW 

1. Switch off the unit. 
2. Unplug the unit from the plug socket and check the socket ii it is 
available. 
3. Wait for 15 minutes and then plug the unit back into the wall or plug 
into another socket. 
4. Switch the unit back on. 

FAQ 
1. The floating plates may not be completely close together, but it will not 
affect the performance. If you want the plates to meet together wholly, 
you can press harder. 
2. This flat iron is worldwide dual voltage compatible l00V-240¥, and 
the plug only works for the USA, you should not need an electrical 
converter, but you will need a plug adapter that suits the electrical 
sockets when you use it abroad, the voltage would switch automatically. 

Support 
Email to help@calicapelli.com or use live chat on the website 

Website 
www.calicapelli.com 
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